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Cristal 4/6 mm Cristal 6 mm Cristal 8 mm Cristal 10 mm     Descripción

          Ref. 5277
          Ref. 5278
          Ref. 5193

       Ref.4259
       Ref. 5420

       Ref. 4259
       Ref. 5419 Ref. 4813 Perfil interior Vierteaguas

Ref. 4374
Ref. 4755
Ref. 5415
Ref. 5416

      Ref. 4970 Ref. 4500
     Perfil para correderas.
     Longitud aleta 
     personalizable

          Ref. 5276 Ref. 4264
       Ref. 4264
       Ref. 4142

       Ref. 4142
     

Perfil para topes:
Cristal-Pared
Cristal-Cristal

Ref. 4762
Ref. 4971

       Ref. 4762
       Ref. 4973

Cierre magnético
de puertas 180º

       Ref. 4763
       Ref. 4972

       Ref. 4763
       Ref. 4974

Cierre magnético
de puertas 90º o 180º

                                                                                             

                                                                   Ref. 4776



 

Referéncia Espesor cristal/mm

                             3082                               10

4984 6

                              4145 8

4848 10

                              5210                                12

                             4264                             6 - 8

                              5361                             6 - 8

                              4142                             8 - 10

                              5371                                12

                             4780                                6

                             5076                                8

                             4153                            8 - 10

                            4580                              10

                            5309                              12

                            4152                           8 - 10

                           4660                              8

                            4931                             10    

A

B
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D E
F G

B
CA A



 

 PROPIEDADES       UNIDAD          VALOR       NORMA

  Dureza Shore             D              75      ISO R 868
  Punto Vicat             oC              75      ISO R 306
  Resistencia a rotura        N/mm2              39      ISO R 527
  Reisitencia a la flexión         N/mm2            2100      ISO R 178




